
 

 
 

 

Micropilot M in Chemicals 
 

FMR231 measures reliable in Aggressive Media 
 

 

   

   
Plastic storage vessel   FMR231 Chemicals 

 

 
FMR231 outrivals a competitors’ dP 
transmitter. 
 
Customer Profile 

This customer has been in business since 1956 

and has an annual production capacity of 

784,000 metric tons of pulp, paper and craft 

paper. 

 

Application 

Cylindrical vessel mounted outside with 

different kinds of chemicals inside. The vessel 

is made of plastic. 

 

Process Information  

Medium:  Different chemicals 

Process Temp: 68 to 122°F (20 to 50°C) 

Vessel: Cylindrical  

- Height 16 ft (5m)  

- Diameter  8 ft (2.5m)  

Location: Mounted outside 

Build up: None                  

Surface: Calm (storage vessel) 

 

 

Competition 

Previously, the customer used the dP 

pressure transmitters from our competitor. 

But the transmitter could not cope with the 

changing media. Furthermore, the 

aggressive media destroyed the membrane. 

 

Solution from Endress+Hauser:  

FMR231 with PTFE antenna 
 

Instrument description 

The Micropilot M is used for continuous, 

non-contact level measurement of liquids, 

pastes, and slurries.  

The measurement is not affected by 

changing media, temperature changes, gas 

blankets or vapors. 

The FMR 231 has its strengths wherever 

high chemical compatibility is required. 

The rod antenna with inactive length 

guarantees a reliable measurement in narrow 

nozzles and has no problems with build-up 

or condensation. 

 

 

Benefits for the customer 

Radar is has no problem with changing 

media.  

PTFE antenna can withstand all the 

chemicals 

Antenna is not in contact with medium 

(huge advantage over dP) 
  

   



 

 
 
 

  

 

USA Canada Mexico 

Endress+Hauser, Inc. 

2350 Endress Place 

Greenwood, IN 46143 

Tel. 317-535-7138 

Sales 888-ENDRESS 

Service 800-642-8737 
Fax 317-535-8498 
inquiry@us.endress.com 
www.us.endress.com 

Endress+Hauser Canada 
1075 Sutton Drive 
Burlington, ON L7L 5Z8 
Tel. 905-681-9292 
800-668-3199 
Fax 905-681-9444 
www.ca.endress.com 

Endress+Hauser Mexico, S.A. de C.V. 
Av. Gustavo Baz No. 43 
Fracc. Bosques de Echegaray 
Naucalpan de Juarez, C.P. 53310, Estado 
De Mexico 
Mexico 
Tel. (52) 55-5371-1110 
Fax (52)-55-5371-1128 
eh.mexico@mx.endress.com 

Final installation:
FMR231 at top of 

the vessel 
Reflection with a high signal quality 
because the medium is water based (high 
DK) 
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